REQUEST FOR QUOTATION ThisRFQ [_]is [X]isnot a small business set-aside Page 1 Of5
(ThisisNOT an Order)

1. Request No. 2. Date I ssued 3. Requisition/Pur chase Request No. 4. Cert For Nat Def. Under BDSA Rating
VB6HZV- 04- Q- 0236 2003NOv14 See Schedule Reg. 2 and/or DMSReg. 1 DXAd
5A. Issued By 6. Deliver by (Date)

TACOM WARREN BLDG 231 VB6HZV See Schedule

AVSTA- AQ AHPB

WARREN, M CHI GAN 48397- 5000 7. Delivery

[1roB Other
Destination

5B. For Information Call: (Name and telephone no.) (No collect calls)

TI NA HENDRI CKS

(586) 753- 2652

EVAI L: HENDRI CEGITACOM ARMY. M L

8. To: Name and Address, Including Zip Code

9. Destination (Consignee and address, including

Zip Code)

See Schedule

10. Please Furnish Quotationsto
the I'ssuing Officein Block 5A On

or Before Close of Business
(Date)

IMPORTANT: Thisisarequest for information, and quotations furnished are not offers. If you are unable to quote,
please indicate on thisform and return it to the addressin Block 5B. Thisrequest does not commit the Gover nment to
pay any costs incurred in the preparation of the submission of this quotation or to contract for supplies or services.
Supplies are of domestic origin unless otherwiseindicated by quoter. Any interpretations and/or certifications attached

2003DECL7 to this Request for Quotation must be completed by the quoter.
11. Schedule (Include applicable Federal, State, and local taxes)
Item Number Supplies/Services Quantity Unit Unit Price Amount
@ (b) © (d) (G ®
(See Schedule)

12. Discount For Prompt Payment

a. 10 Calendar Days
%

b. 20 Calendar Days
%

c. 30 Calendar Days

d. Calendar Days

%

Number Per centage

NOTE: Additional provisions and representations |:| are |:| are not attached.

13. Name and Address of Quoter (Street, City, County, State and

Zip Code)

14. Signature of Person Authorized to Sign

Quotation

15.

Date of Quotation

16. Signer
a. Name (Typeor Print) b. Telephone
Area Code
c. Title(Typeor Print) Number

AUTHORIZED FOR LOCAL REPRODUCTION

PREVIOUSEDITIONSNOT USABLE

18-118

Standard Form 18 (Rev. 8-95)
Prescribed by GSA-FAR (43 CFR) 53.215-1(a)



CONTINUATION SHEET Refer ence No. of Document Being Continued Page 2 of 5
PIIN/SIIN W6HZV- 04- Q 0236 MOD/AMD
Name of Offeror or Contractor:
ITEM NO SUPPLIES/SERVICES QUANTITY |UNIT| UNIT PRICE AMOUNT
SUPPLI ES OR SERVI CES AND PRI CES/ COSTS

0001 NSN: 6110- 01- 464- 9188
FSCM 4MD87
PART NR 125911024GD24V
SECURI TY CLASS: Uncl assified

0001AA PRODUCTI ON_ QUANTI TY 64 EA |$ $

CLI N CONTRACT TYPE:

Firm Fi xed- Price
NOUN: STARTER, MOTOR
PRON: EH387316EH
AVS CD: 060011

PRON AMD: 01

Packagi ng and Mar ki ng
PACKAG NG PACKI NG SPECI FI CATI ONS:

LEVEL PRESERVATI ON: Commer ci al
LEVEL PACKI NG Commerci al

I nspection _and_Accept ance
I NSPECTION: Origin

Deliveries or Performance

SEE PACKAG NG REQUI REMENTS CLAUSE

ACCEPTANCE: Origin

FOB PO NT: Origin

SHI P TO. FREI GHT ADDRESS
(W0454)  XR WIGG HQ US ARMY TACOM

WHSE BLDG 88037 LOG STI CS
FT HOOD

DOC SUPPL

REL_CD M LSTRI P ADDR SIGCD MARK FOR TP CD

001 Wh6HZV32702826 WB0454 J 2

DEL_REL CD QUANTI TY DAYS_AFTER AWARD
001 64 0180

TEAM ABRAMS PARTNERSHI P FACI LI TY

TX 76544- 5060

LANE




Reference No. of Document Being Continued Page 3 of 5

CONTINUATION SHEET

PIIN/SIIN VB6HZV- 04- Q- 0236 MOD/AMD
Name of Offeror or Contractor:
CONTRACT CLAUSES
Regul atory Cte Title Dat e
1 52.211- 4517 PACKAG NG REQUI REMENTS ( COMVERCI AL) SEP/ 2003

(a) The preservation, packing, and nmarking requirements for this contract/order shall be acconplished in accordance with the
performance requirenments defined herein. The follow ng Packagi ng requirenments shall apply:

LEVEL OF PRESERVATION:  Conmmerci al
LEVEL OF PACKI NG  Commerci al
QUANTI TY PER UNI T PACKAGE: 001

(1) Packaging: Preservation, packaging, packing, unitization and nmarking furnished by the supplier shall provide protection
for a mninumof one year and neet or exceed the follow ng requirements. It also provides for nultiple handling, redistribution and
shi pment by any node.

(2) Cdeanliness: Items shall be free of dirt and other contaminants which would contribute to the deterioration of the item
or which would require cleaning by the customer prior to use. Coatings and preservatives applied to the itemfor protection are not
consi dered cont ami nants.

(3) Preservation: |Itenms susceptible to corrosion or deterioration shall be provided protection by nmeans of preservative
coatings, volatile corrosion inhibitors, desiccants, waterproof and/or watervaporproof barriers.

(4) Cushioning: |Items requiring protection from physical and nmechani cal damage (e.g. fragile, sensitive, material critical)
or which could cause physical danmage to other itens, shall be protected by w apping, cushioning, pack conpartnentalization, or other
means to mitigate shock and vibration to prevent damage during handi ng and shipnent.

(b) Unit Package: A unit package shall be so designed and constructed that it will contain the contents with no damage to the
item(s), and with mnimal damage to the unit pack during shipnent and storage in the shipping container, and will allow subsequent
handl i ng. The outernost conponent of a unit package shall be a container such as a seal ed bag, carton or box.

(c) Unit Package Quantity: Unless otherw se specified, the unit package quantity shall be one each part, set, assenbly, kit, etc.
(d) Internedi ate Package: |Internediate packaging is required whenever one or nore of the follow ng conditions exists:

(1) The quantity is over one (1) gross of the same national stock nunber,

(2) Use enhances handling and inventorying,

(3) The exterior surfaces of the unit pack is a bag of any type, regardless of size,

(4) The unit pack is less than 64 cubic inches,

(5) The weight of the unit pack is under five (5) pounds and no dinension is over twelve (12) inches.

I nternedi ate containers shall be linmted to a maxi num of 100 unit packs, a net |oad of 40 pounds, or a maxi num volune of 1.5 cubic feet,
whi chever occurs first.

(e) Packing:
(1) Unit packages and internedi ate packages not neeting the requirenents for a shipping container shall be packed in shipping
containers. Al shipping containers shall be the nost cost effective and shall be of mininmmcube to contain and protect the itens.

(2) Shipping Containers: The shipping container (including any necessary bl ocking, bracing, cushioning, or waterproofing)
shall conply with the regulations of the carrier used and shall provide safe delivery to the destination at the lowest tariff cost. The
shi ppi ng contai ner shall be capable of nultiple handling, stacking at |east ten feet high, and storage under favorable conditions (such
as enclosed facilities) for a mnimmof one year.

(f) Unitization: Shipments of identical items going to the same destination shall be palletized if they have a total cubic
di spl acenent of 50 cubic feet or nore unless skids or other forklift handling features are included on the containers. Pallet
| oads nust be stable, and to the greatest extent possible, provide a level top for ease of stacking. A palletized |oad shall be
of a size to allow for placenent of two |oads high and wide in a conveyance. The weight capacity of the pallet nust be adequate
for the load. The preferred comrercial expendable pallet is a 40 x 48 inch, 4-way entry pallet although variations may be
permtted as dictated by the characteristics of the itens being unitized. The |oad shall be contained in a nmanner that will
permt safe handling during shipnent and storage.

(g) Marking:



Reference No. of Document Being Continued Page 4 of 5

CONTINUATION SHEET
PIIN/SIIN Wb6HZV- 04- Q- 0236 MOD/AMD

Name of Offeror or Contractor:

(1) Al unit packages, internediate packs, exterior shipping containers, and, as applicable, unitized |oads shall be marked
in accordance with ML-STD 129, Revision P, dated 15 Dec 2002, including bar coding. The contractor is responsible for application of
speci al markings as discussed in the Mlitary Standard regardl ess of whether specified in the contract/order or not. Special markings
include, but are not limted to, Shelf-life nmarkings, structural markings, and transportation special handling markings. The marking of
pilferable and sensitive materiel will not identify the nature of the materiel.

(2) Contractors and vendors shall apply identification and address narkings with bar codes in accordance with this standard.
For shipnents noving to overseas |ocations and for nobile deployable units, the in-the-clear address nust also include the host country
geogr aphi c address and the APQ FPO address. A M litary Shipnment Label (MSL) is required for all shipnments except contractor to
contractor. The MSL will include both linear and 2D bar codes per the standard. DVD shipnment docunentation nust also be marked with
addi tional bar codes. The DD Form 250 or the commercial packing |list shall have additional issue/receipt bar coding applied as per
Direct Vendor Delivery Shipnments in the standard (except for deliveries to DLA Distribution Depots, e.g. New Cunberland, San Joaquin,
Red River, Anniston). Packing lists are required in accordance with the Standard, see paragraph 5.3

(3) Contractor to contractor shiprments shall have the address markings applied to the identification marked side of the
exterior shipping container or to the unitized |oad markings. The follow ng shall be narked "FROM name and address of consignor and TO
nanme and address of consignee".

(4) Mlitary Shipping Label: : Mlitary Shipnment Label s(MSLs) may be created using commercially available prograns. These
commer ci al programs can generate a ML-STD 129 and Defense Transportation Regul ation conpliant MSLs and package | abels. For exanple,
the EasyForm MSL at <http://ww. easysoftcorp. conf products/ Software/MSL. html >, Insure that the ship to and mark for in-the-clear
delivery address is conplete including: consignees nane, organization, departnment nanme, office, building, room street address, city,
state, country code, & DODAAC.

(h) Hazardous Material s(As applicable):
(1) Hazardous Materials is defined as a substance, or waste which has been determined by the Secretary of Transportation to
be capabl e of posing an unreasonable risk to health, safety, and property when transported in conmerce and which has been so
designated. (This includes all itenms |listed as hazardous in Titles 29, 40 and 49 CFR and ot her applicable nodal regulations
effective at the time of shipnent.)
(2) Packagi ng and narking for hazardous material shall conply with the requirenents herein for the node of transport and the
appl i cabl e performance packagi ng contained in the foll ow ng docunments:
International Air Transport Association (|IATA) Dangerous Goods Regul ations
International Maritinme Dangerous Goods Code (I MG
Code of Federal Regulations (CFR) Title 29, Title 40 and Title 49
Joi nt Service Regul ati on AFJMAN24- 204/ TM38- 250/ NAVSUPPUB 505/ MCO
P4030. 19/ DLAM 4145.3 (for mlitary air shipnents).
(3) If the shipment originates fromoutside the continental United States, the shipnment shall be prepared in accordance with
the United Nations Recommendations on the Transport of Dangerous Goods in a manner acceptable to the Conpetent Authority of
the nation of origin and in accordance with regulations of all applicable carriers.
(4) A Product Material Safety Data Sheets (MSDS) is required to be included with every unit pack and internediate container
and shall be included with the packing list inside the seal ed pouch attached to the outside of the package.

(i) Heat Treatment and Marking of Wod Packagi ng Materials: Boxes/pallets and any wood used as inner packagi ng made of non-
manuf actured wood shall be heat-treated. Al non-manufactured wood used in packaging shall be heat treated to a core tenperature of 56
degrees Cel sius for a mninumof 30 mnutes. The box/pallet manufacturer and the manufacturer of wood used as inner packaging shall be
affiliated with an inspection agency accredited by the board of review of the Anerican Lunber Standard Conmittee. The box/pall et
manuf acturer and the manufacturer of wood used as inner packaging shall ensure traceability to the original source of heat treatnent.
Marki ng. Each box/pallet shall be narked to show the conformance to the International Plant Protection Convention Standard. The
quality mark shall be placed on both ends of the outer packaging, between the end cleats or end battens; on two sides of the pallet.
For ei gn manufacturers shall have the heat treatnent of non-nmanufactured wood products verified in accordance with their National Plant
Protection Organi zati ons conpliance program

(j) Quality Assurance: The contractor is responsible for establishing a quality system Full consideration to exan nations,
inspections, and tests will be given to ensure the acceptability of the commercial package.

(k) SUPPLEMENTAL | NSTRUCTI ONS: CONTRACTOR | S REQUI RED TO PROVI DE TH S TACOM PACKAG NG OFFI CE W TH THE PROPCSED UNI T PACK VEI GHT
(I'bs.), UNIT PACK CUBE (cubic feet), UNIT PACK SIZE (length x width x depth inches). E-mail to: packagi ng@acom arny. m |

[End of clause]

2 52. 246- 4005 I NSPECTI ON AND ACCEPTANCE PO NTS: ORIG N FEB/ 1995
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CONTINUATION SHEET

PIIN/SIIN VB6HZV- 04- Q 0236 MOD/AMD

Name of Offeror or Contractor:

(TACOM

The Governnent's inspection and acceptance of the supplies offered under this order shall take place at ORIG N O feror nust
specify bel ow the exact nanme and address of his facility, or his subcontractor's facility, where supplies to be furnished under this
order will be available for origin inspection

Contractor's Plant:

(Name and Address)

Subcontractor's Pl ant:

(Name and Address)

[End of O ause]
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